
SERVICE BULLETIN

SB-4-042-C

Replaces SB-4-042-B
The Right Way To Finish-

KGP-509-1 & KGP-510-1

GRA VITY FEED NYLON CUPS

DESCRIPTION CLEANING PROCEDURE

KGP-510-1
KGP-509-1

For routine cleaning, it is not necessary to remove cup
from gun. If cup is removed, it is not recommended to
remove washer (5) from gun. If washer (5) is removed,
it must be replaced. Empty paint from cup and add
small amount of clean solvent. The amount required
will vary with different coatings and solvents.

20 ounce cup
112 pint cup (8 oz.)

These gravity feed cups are designed to work with the
GFG and GFHV gravity feed spray guns. The cups are
constructed from durable nylon to provide trouble-free
operation. The cup insert is 300 grade stainless steel.
A unique drip check lid is provided to prevent paint from
dripping out of the vent in the lid.

1. Shake cup to wash down inside surface. Then
spray solvent at low air pressure (15-20 psi) to
flush out fluid passages or manually flush gun.

INSTALLATION

2. Pour out solvent and add small amount of clean
solvent.Remove filter and gasket from the inside of the cup.

Insert filter (4) in cup outlet. Place washer (5) in fluid
inlet of gun body (see Figure 2). Assemble cup to gun
and tighten hand tight.

3. Gently shake cup again to wash down inside
surface. Then spray solvent at low air pressure
(15-20 psi) to flush out fluid passages or manually
flush gun.

4. Pour out solvent and dry cup with a clean cloth

PARTS LIST
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WARRANTY

This product is covered by DeVilbiss' 1 Year Limited

Warranty. See SB-1-000 which is available upon

request.

WORLDWIDE SALES AND SERVICE LISTING

DeVILBISS INDUSTRIAL SPRAY EQUIPMENT
DeVilbiss has authorized distributors throughout the world. If further assistance is required, write or call one of the
following DeVilbiss Distribution Centers or Sales Offices nearest you.

FOR TECHNICAL ASSISTANCE OR THE DISTRIBUTOR NEAREST YOU. CALL TOLL FREE 1-800-338-4448 (U.S. AND

CANADA ONL YI. FOR LOCAL CALLS. SEE LISTING BELOW.

U.S./Canada Sales & Customer Service Office Address
MAUMEE, OH 43537 1724 Indian Wood Circle

Telephone No.
(419) 891-8200

Toll Free Fax No.1-800-338-0131

DeVilBISS AUTOMOTIVE REFINISHING
DeVilbiss has authorized distributors throughout the world. For equipment, parts and service, check the Yellow Pages under
" Automobile Body Shop Equipment and Supplies" .If further assistance is required, write or call one of the following

DeVilbiss Distribution Centers or Sales Offices nearest you.

FOR TECHNICAL ASSISTANCE. CALL TOLL FREE 1-800-445-3988 (U.S. AND CANADA ONLY).

SEE LISTING BELOW.
FOR LOCAL CALLS,

u.s. Customer Service Office
MAUMEE, OH 43537

Address

1724 Indian Wood Circle
Telephone No.

General Inquiry (419) 891-8100
Toll Free Fax No.1-800-445-6643
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